ero
aintenance™ Products

Pre-Cut Stainless Steel Shims

e Size and Actual Thickness

Permanently Etched.
® Easy Handling Tab.

® Accurate Shims for a More

Precise Alignment.

® QOptional Shim Organizer.

e A B, C, DMini & Standard

Kits in a Metal Box.

Size A - 2 x 2 with 5/8” Slot

Size B - 3 x 3 with 13/16” Slot
Size C - 4 x 4 with 1-1/4” Slot
Size D - 5 x 5 with 1-5/8” Slot

CHOOSE FROM FOUR CONVENIENT SHIM PACKAGES

Mini---ten shims per size, .001, .002, .003, .004, .005, .010, .015, .020, .025, .050, .075, .100, .125
Economy---One Pack per size, .001, .002, .003, .004, .005, .010, .020, .050

Standard---One Pack per size, .001, .002, .003, .004, .005, .010, .020, .050, .100

Efficiency---One Pack per size, .001, .002, .003, .004, .005, .010, .015, .020, .025, .050, .075, .100, .125

Contact us at
zmtech@zmtech.com

See us at
www.zmtech.com

1010 Shaw Road, Stockton, CA 95215 « (209) 547-1965 « FAX (209) 464-8140
www.zmtech.com
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/MT Portable Jack-Bolt System

Patented

FAST, ACCURATE,
&

A ECONOMICAL SYSTEM

FOR HORIZONTAL

ALIGNMENT OF

ROTATING EQUIPMENT

o
é; e Accurately move motor.

¢ Make small movements with ease

! "
9 ¢ Shims left under motor.
¢ Portable Jack-Bolts detach from
n gy lackBolt —e shims for reuse.
- - e
H L
Jack Shim | k_: -\h::l:‘pF.llrLtk -

ZMT Portable Jack-Bolt System Kit
Consists Of:

4—7MT Portable Jack-Bolts

20—"A" ZMT Jack-Bolt 304 SS .050 Shims
20—"B” ZMT Jack-Bolt 304 SS .050 Shims

Replacement Shim Packs also available

Contact us at
zmtech@zmtech.com
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